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Digilube Systems, Inc. offers a spray
lubricant that is best used for pinpoint lubrication. Our chain and
cable lubricant is a custom blend of
LP750HF.
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LP750HF
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Use on: Slides, Pivot Points,
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Hinges, Locks and Rusty Bolts
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Danger. Extremely Flammable.
Contents under pressure. Eye and skin irritant.
Read other cautions on back panel.

CHAIN AND CABLE SPRAY LUBRICANT
Digilube System’s lubricants are thin film lubricants designed to lubricate
various types of conveyor systems. These anti-wear, EP lubricants are petroleum
hydrocarbon based and contain MOS2 and synthetic compound mixtures.
Our lubricants are formulated to effectively lubricate all overhead monorail
conveyors which are subjected to washers and high temperature ovens. It is
designed to protect against wear, rust and corrosion at elevated temperatures and
can withstand repeated loads in excess of 400,000 P.S.I.
The carrier cleans and penetrates into the conveyor’s wear points and evaporates,
leaving behind MOS2 and synthetic lubricants. Since they are semi-dry, they resist
dripping and reduce the attraction of airborne pollutants which can fall onto
finished parts.

SPECIFICATIONS

NET WEIGHT 12 OZ. (340 Grams)
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VISCOSITY CS @ 104ºF / 40°C

25-32

BENEFITS

POUR POINT

14 to 41ºF
-10 to -5ºC

Stop squeaks
Loosens rusty parts
Anti-sling formula quiets noise and reduces wear
Superior lubricant formulated for chains
Dries after entering chain links or wire cable
strands
Prevents oxidation and extends component life
Contains anti-wear additives, rust inhibitors,
moly and graphite for premium performance
Reduces friction
Frees sticky mechanisms
Reduces maintenance costs
Prevents rust and corrosion
Longer machinery life

FLASH POINT

265ºF
129.4ºC

COLOR

DARK GREY

TEMPERATURE ºF / ºC

600°F
315.5ºC

SUSPENDED SOLIDS

MOS2

All data discussed herein are believed to be correct. However, this should not be accepted or a guarantee of their accuracy,
and confirming tests should be run in your own plant or laboratory. No statement should be construed as recommendation for
any use which violate any patent rights. Nothing contained herein shall constitute a guarantee or warranty with respect to the
products described or their use. The shelf life of this lubricant is two years.
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USES

Slides
Pivot points
Hinges
Locks

»» Rusty Bolts
»» Various types of
chains & cables
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